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 This paper examines single input single output (SISO) chattering free 
variable structure control (VSC) which controller coefficient is on-line tuned 
by fuzzy backstepping algorithm. VSC methodology is selected as a 
framework to construct the control law and address the stability and 
robustness of the close loop system based on Lyapunove formulation. The 
main goal is to guarantee acceptable fuel ratio result and adjust. The 
proposed approach effectively combines the design technique from variable 
structure controller is based on Lyapunov and fuzzy estimator to estimate the 
nonlinearity of undefined system dynamic in backstepping controller. The 
input represents the function between variable structure function, error and 
the rate of error. The outputs represent fuel ratio, respectively. The fuzzy 
backstepping methodology is on-line tune the variable structure function 
based on adaptive methodology. The performance of the SISO VSC which 
controller coefficient is on-line tuned by fuzzy backstepping algorithm 
(FBSAVSC) is validated through comparison with VSC and proposed 
method. Simulation results signify good performance of trajectory in 
presence of uncertainty torque load.   
Keyword: 
IC engine 
Fuzzy logic controller 
Variable structure controller 
fuzzy backstepping controller 
Chattering phenomenon 
Adaptive methodology 
Lyapunov based controller 
 
Copyright ©2013 Institute of Advanced Engineering and Science. 
All rights reserved. 
Corresponding Author: 
Farrjin Piltan, 
Industrial Electrical and Electronic Engineering SanatkadeheSabzePasargad.  
CO (S.S.P. Co), NO:16 , PO.Code 71347-66773,  
Fourth floor , Dena Apr ,  






Modeling of an entire internal combustion (IC) engine is a very important and complicated process 
because internal combustion engines are nonlinear, multi inputs-multi outputs (MIMO) and time variant. 
There have been several engine controller designs over the previous years in which the main goal is to 
improve the efficiency and exhaust emissions of the automotive engine [1-4]. Specific applications of air to 
fuel (A/F) ratio control based on observer measurements in the intake manifold were developed by Benninger 
in 1991 [5]. Another approach was to base the observer on measurements of exhaust gases measured by the 
oxygen sensor and on the throttle position, which was researched by Onder [6]. These observer ideas used 
linear observer theory. Hedrick also used the measurements of the oxygen sensor to develop a nonlinear, 
sliding mode approach to control the A/F ratio [7]. All of the previous control strategies were applied to 
engines that used only port fuel injections, where fuel was injected in the intake manifold. Current production 
A/F ratio controllers use closed loop feedback and feed forward control to achieve the desired stoichio metric 
mixture. These controllers use measurements from the oxygen sensor to control the desired amount of fuel 
that should be injected over the next engine cycle and have been able to control the A/F very well [8-9]. 
Classical and non-classical methods are two main categories of nonlinear plant control, where the 
conventional (classical) control theory uses the classical method and the non-classical control theory (e.g., 
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fuzzy logic, neural network, and neuro fuzzy) uses the artificial intelligence methods. However both of 
conventional and artificial intelligence theories have applied effectively in many areas, but these methods 
also have some limitations [1-2]. Modeling of an entire IC engine is a very important and complicated 
process because these systems are nonlinear, MIMO and time variant. One purpose of accurate modeling is to 
save development costs of real engines and minimizing the risks of damaging an engine when validating 
controller designs [1-10]. Dynamic modeling of IC engine is used to describe the behavior of this system, 
design of model based controller, and for simulation. The dynamic modeling describes the relationship 
between nonlinear output formulations to electrical or mechanical source and also it can be used to describe 
the particular dynamic effects to behavior of system [1], [11-22].    
Controller (control system) is a device which can sense information from linear or nonlinear system 
(e.g., IC engine) to improve the systems performance [3-20]. In feedback control system considering that 
there are many disturbances and also variable dynamic parameters something that is really necessary is 
keeping plant variables close to the desired value. Feedback control system development is the most 
important thing in many different fields of engineering. The main targets in designing control systems are 
stability, good disturbance rejection, and small tracking error [5-29]. At present, in some applications engines 
are used in unknown and unstructured environment, therefore strong mathematical tools used in new control 
methodologies to design nonlinear robust controller with an acceptable performance (e.g., minimum error, 
good fuel ratio, torque load rejection). One of the best nonlinear robust controllers is variable structure 
control which is used in nonlinear uncertain systems. One of the nonlinear robust controllers is variable 
structure controller, although this controller has been analyzed by many researchers but the first proposed 
was in the 1950 [41-62].This controller is used in wide range areas such as in control process, in aerospace 
applications and in IC engines because this methodology can solve some main challenging topics in control 
such as resistivity to the external disturbance and stability. Even though, this controller is used in wide range 
areas but, pure variable structure controller has two drawbacks: Firstly, output oscillation (chattering); which 
caused the heating in the mechanical parameters. Secondly, nonlinear dynamic formulation of nonlinear 
systems which applied in nonlinear dynamic nonlinear controller; calculate this control formulation is 
absolutely difficult because it depends on the dynamic nonlinear system’s equation [20-23]. Neural network, 
fuzzy logic, and neuro-fuzzy are synergically combined with nonlinear classical controller and used in 
nonlinear, time variant, and uncertainty plant. Fuzzy logic controller (FLC) is one of the most important 
applications of fuzzy logic theory [30-41]. This controller can be used to control nonlinear, uncertain, and 
noisy systems. This method is free of some model-based techniques as in classical controllers. As mentioned 
that fuzzy logic application is not only limited to the modelling of nonlinear systems [31-36]but also this 
method can help engineers to design easier controller.Control engine using classical controllers are based on 
system’s dynamic modelling. These controllers often have many problems for modelling. Conventional 
controllers require accurate information of dynamic model of engine. When the system model is unknown or 
when it is known but complicated, it is difficult or impossible to use classical mathematics to process this 
model [32]. The main reasons to use fuzzy logic technology are able to give approximate recommended 
solution for unclear and complicated systems to easy understanding and flexible. Fuzzy logic provides a 
method which is able to model a controller for nonlinear plant with a set of IF-THEN rules, or it can identify 
the control actions and describe them by using fuzzy rules [32]. In various dynamic parameters systems that 
need to be training on-line adaptive control methodology is used. Fuzzy adaptive method is used in systems 
which want to training parameters by expert knowledge. Traditional adaptive method is used in systems 
which some dynamic parameters are known. In this research in order to solve disturbance rejection and 
uncertainty dynamic parameter, adaptive method is applied to variable structure controller.  
Even though, variable structure controller is used in wide range areas but, pure it also has chattering 
problem and nonlinear dynamic part challenges [8]. The boundary layer method is used to reduce or 
eliminate the chattering. To reduce the effect of uncertainty in proposed method, SISO novel fuzzy 
backstepping adaptive method is applied in variable structure controller in engine. 
The main goal in this paper is to design a SISO fuzzy backstepping adaptive variable structure 
methodology which applied to IC engine with easy to design and implement. IC engine has nonlinear 
dynamic and uncertain parameters consequently; following objectives have been pursuit in the mentioned 
research: To develop a chattering in a position pure variable structure controller against uncertainties and to 





Mathematical Modeling of IC Engine Using Euler Lagrange: In developing a valid engine 
model, the concept of the combustion process, abnormal combustion and cylinder pressure must be 
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understood. The combustion process is relatively simple and it begins with fuel and air being mixed together 
in the intake manifold and cylinder. This air-fuel mixture is trapped inside cylinder after the intake valve(s) is 
closed and then gets compressed [6-9]. When the air-fuel mixture is compressed it causes the pressure and 
temperature to increase inside the cylinder. In abnormal combustion, the cylinder pressure and temperature 
can rise so rapidly that it can spontaneously ignite the air-fuel mixture causing high frequency cylinder 
pressure oscillations. These oscillations cause the metal cylinders to produce sharp noises called knock, 
which it caused to abnormal combustion. The pressure in the cylinder is a very important physical parameter 
that can be analyzed from the combustion process. Since cylinder pressure is very important to the 
combustion event and the engine cycle in spark ignition engines, the development of a model that produces 
the cylinder pressure for each crank angle degree is necessary.  
The dynamic equations of IC engine can be written as: 
 
ቂࡼࡲࡵࡰࡵ ቃ ൌ ቈ
ࡹሶ ࢇ࢏࢘૚૚ ࡹሶ ࢇ࢏࢘૚૛
ࡹሶ ࢇ࢏࢘૛૚ ࡹሶ ࢇ࢏࢘૛૛
቉ ൤ࡲࡾሷࢻሷ ࡵ ൨
൅ ൤ࡼ࢓࢕࢚࢕࢘૚ࡼ࢓࢕࢚࢕࢘૛൨ ൣࡲࡾ
ሶ ࢻࡵሶ ൧







There for to calculate the fuel ratio and equivalence ratio we can write: 
 
ቈࡲࡾࢇࢻሷ ࡵࢇ














To solve ࡹሶ ࢇ࢏࢘ , we can write; 
 
ࡹሶ ࢇ࢏࢘ ൌ ቈ
ࡹሶ ࢇ࢏࢘૚૚ ࡹሶ ࢇ࢏࢘૚૛
ࡹሶ ࢇ࢏࢘૛૚ ࡹሶ ࢇ࢏࢘૛૛
቉         
Where  ࡹሶ ࢇ࢏࢘૚૛ ൌ ࡹሶ ࢇ࢏࢘૛૚ 
 
(3) 
Where ࡹሶ ࢇ࢏࢘ is the ratio of the mass of air. 
Matrix ௠ܲ௢௧௢௥ is a  1 ൈ 2 matrix: 
 
௠ܲ௢௧௢௥ ൌ ൤ࡼ૚ࡼ૛൨ 
 
(4) 
Matrix engine angular speed matrixሺܰሻ is a  2 ൈ 2 matrix. 
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The above target equivalence ratio calculation will be combined with fuel ratio calculation that will 
be used for controller design purpose.  
Sliding Mode methodology: Consider a nonlinear single input dynamic system is defined by [10-
17]: 
 
࢞ሺ࢔ሻ ൌ ࢌሺ࢞ሬԦሻ ൅ ࢈ሺ࢞ሬԦሻ࢛ (7) 
Where u is the vector of control input, ݔሺ௡ሻ is the ݊௧௛ derivation ofݔ, ݔ ൌ ሾݔ, ݔሶ , ݔሷ , … , ݔሺ௡ିଵሻሿ் is the 
state vector, ݂ሺݔሻ is unknown or uncertainty, and ܾሺݔሻ is of known sign function. The main goal to design 
this controller is train to the desired state; ݔௗ ൌ ሾݔௗ, ݔሶௗ, ݔሷௗ, … , ݔௗሺ௡ିଵሻሿ், and trucking error vector is defined 
by [18]-[30]:  
 
࢞෥ ൌ ࢞ െ ࢞ࢊ ൌ ሾ࢞෥,… , ࢞෥ሺ࢔ି૚ሻሿࢀ (8) 
A time-varying sliding surface ݏሺݔ, ݐሻ in the state space ܴ௡is given by [31]-[45]: 
 
࢙ሺ࢞, ࢚ሻ ൌ ሺ ࢊࢊ࢚ ൅ ࣅሻ
࢔ି૚࢞෥ ൌ ૙ (9) 
 
Where λ is the positive constant. To further penalize tracking error, integral part can be used in 
sliding surface part as follows [10]: 
 




ࢊ࢚ቇ ൌ ૙ (10) 
 
The main target in this methodology is kept the sliding surface slope ݏሺݔ, ݐሻ near to the zero. 






૛ሺ࢞, ࢚ሻ ൑ െࣀ|࢙ሺ࢞, ࢚ሻ| (11) 
 
Where ζ is positive constant.  
 
If  S(0)>0→ ܌܌ܜ ܁ሺܜሻ ൑ െા (12) 
 





ࡿሺ࢚ሻ ൑ െන ࣁ
࢚ୀ࢚࢘ࢋࢇࢉࢎ
࢚ୀ૙→ ࡿ ሺ࢚࢘ࢋࢇࢉࢎሻ െ ࡿሺ૙ሻ൑ െࣀሺ࢚࢘ࢋࢇࢉࢎ െ ૙ሻ 
(13) 
 
Where ݐ௥௘௔௖௛ is the time that trajectories reach to the sliding surface so, suppose  S (ݐ௥௘௔௖௛ ൌ 0ሻ 
defined as: 
 




࢏ࢌ ࡿሺ૙ሻ ൏ 0 → 0 െ ܵሺ૙ሻ ൑ െࣁሺ࢚࢘ࢋࢇࢉࢎሻ→ ࡿሺ૙ሻ ൑ െࣀሺ࢚࢘ࢋࢇࢉࢎሻ
→ ࢚࢘ࢋࢇࢉࢎ ൑ |ࡿሺ૙ሻ|ࣁ  
(15) 
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Equation (15) guarantees time to reach the sliding surface is smaller than  |ࡿሺ૙ሻ|ࣀ since the trajectories 
are outside of ܵሺݐሻ. 
 
࢏ࢌ ࡿ࢚࢘ࢋࢇࢉࢎ ൌ ࡿሺ૙ሻ → ࢋ࢘࢘࢕࢘ሺ࢞ െ ࢞ࢊሻ ൌ ૙  (16) 
 
Suppose S is defined as:  
 
࢙ሺ࢞, ࢚ሻ ൌ ሺ ࢊࢊ࢚ ൅ ࣅሻ ࢞෥ൌ ሺܠሶ െ ܠሶ ܌ሻ ൅ ૃሺܠ െ ܠ܌ሻ 
(17) 
 
The derivation of S, namely, ሶܵ can be calculated as the following; 
 
ࡿሶ ൌ ሺܠሷ െ ܠሷ ܌ሻ ൅ ૃሺܠሶ െ ܠሶ ܌ሻ (18) 
 
Suppose the second order system is defined as; 
 
࢞ሷ ൌ ࢌ ൅ ࢛  → ࡿሶ ൌ ࢌ ൅ ࢁ െ ࢞ሷ ࢊ ൅ ૃሺܠሶ െ ܠሶ ܌ሻ (19) 
 
Where ࢌ is the dynamic uncertain, and also since ܵ ൌ 0 ܽ݊݀  ሶܵ ൌ 0, to have the best approximation 
,ࢁ෡  is defined as: 
 
ࢁ෡ ൌ െࢌ෠ ൅ ࢞ሷ ࢊ െ ࣅሺܠሶ െ ܠሶ ܌ሻ (20) 
A simple solution to get the sliding condition when the dynamic parameters have uncertainty is the 
switching control law: 
 
ࢁࢊ࢏࢙ ൌ ࢁ෡ െ ࡷሺ࢞ሬԦ, ࢚ሻ ∙ ܛ܏ܖሺ࢙ሻ (21) 
Where the switching function ܛ܏ܖሺ܁ሻ is defined as [11], [16] 
 
࢙ࢍ࢔ሺ࢙ሻ ൌ ൝
૚         ࢙ ൐ 0
െ૚        ࢙ ൏ 0










૛ሺ࢞, ࢚ሻ ൌ ܁ ∙ሶ ܁
ൌ ൣࢌ െ ࢌ෠ െ ࡷܛ܏ܖሺ࢙ሻ൧ ∙ ࡿ
ൌ ൫ࢌ െ ࢌ෠൯ ∙ ࡿ െ ࡷ|ࡿ| 
(23) 
 
And if the Equation (15) instead of (14) the sliding surface can be calculated as:  
 





ൌ ሺܠሶ െ ܠሶ ܌ሻ ൅ ૛ࣅሺܠሶ െ ܠሶ ܌ሻ
െ ૃ૛ሺܠ െ ܠ܌ሻ 
(24) 
 
In this method the approximation of ࢁ is computed as [26]. 
 
ࢁ෡ ൌ െࢌ෠ ൅ ࢞ሷ ࢊ െ ૛ࣅሺܠሶ െ ܠሶ ܌ሻ ൅ ૃ૛ሺܠ െ ܠ܌ሻ (25) 
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3. METHODOLOGY: DESIGN A NOVEL MIMO FUZZY BACKSTEPPING ADAPTIVE 
FUZZY ESTIMATION VARIABLE STRUCTURE CONTROL 
First part is focused on eliminate the oscillation (chattering) in pure variable structure controller 
based on linear boundary layer method. To reduce or eliminate the chattering it is used the boundary layer 
method; in boundary layer method the basic idea is replace the discontinuous method by saturation (linear) 
method with small neighborhood of the switching surface. This replace is caused to increasethe error 
performance [20]-[24], [63]-[74]. 
 
࡮ሺ࢚ሻ ൌ ሼ࢞, |ࡿሺ࢚ሻ| ൑ ∅ሽ; ∅ ൐ 0  (26) 
 
Where ∅ is the boundary layer thickness.Therefore, to have a smote control law, the saturation 
function ࡿࢇ࢚ሺࡿ ∅ൗ ሻ added to the control law: 
 
ࢁ ൌ ࡷሺ࢞ሬԦ, ࢚ሻ. ࡿࢇ࢚ ቀࡿ ∅ൗ ቁ (27) 
Where ࡿࢇ࢚ ቀࡿ ∅ൗ ቁcan be defined as: 
 
࢙ࢇ࢚ ቀࡿ ∅ൗ ቁ ൌ
ۖە
۔
ۖۓ ૚               ሺ࢙ ∅ൗ ൐ 1ሻ
െ૚                ቀ࢙ ∅ൗ ൏ 1ቁ࢙ ∅ൗ      ሺെ૚ ൏ ࢙ ∅ൗ ൏ 1ሻ
 
(28) 
Based on above discussion, the control law for an engine is written as [18]-[24]: 
 
ࢁ ൌ ࢁࢋࢗ ൅ ࢁ࢘ (29) 
Second step is focused on design SISO fuzzy estimation backstepping adaptive variable structure 










ߠ ൌ ሺߠଵ,… , ߠெሻ், ࣟሺݔሻ ൌ ሺࣟଵሺݔሻ, … , ࣟெሺݔሻሻ் , ܽ݊݀ ࣟ௟ሺݔሻ ൌ:∏
ఓಲ೔೗
ሺ௫೔ሻ ∑ ሺ∏ ߤ஺೔೗ሺݔ௜ሻሻ௡௜ୀଵெ௟ୀଵ௡௜ୀଵ . ߠଵ, … , ߠெ  
 
are adjustable parameters in (23) .ߤ஺భభሺݔଵሻ, … , ߤ஺೙೘ሺݔ௡ሻare given membership functions whose parameters 
will not change over time. 
The second type of fuzzy systems is given by:  
 
ࢌሺ࢞ሻ ൌ  












Where ߠ௟ , ߙ௜௟ ܽ݊݀ ߜ௜௟ are all adjustable parameters.From the universal approximation theorem, we 
know that we can find a fuzzy system to estimate any continuous function. For the first type of fuzzy 
systems, we can only adjust ߠ௟ in (23). We define ݂^ሺݔ|ߠሻ  as the approximator of the real function݂ሺݔሻ.  
 
ࢌ^ሺ࢞|ࣂሻ ൌ  ࣂࢀࢿሺ࢞ሻ (32) 
 
We define ߠ∗ as the values for the minimum error: 
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ࣂ∗ ൌ ܉ܚ܏ܕܑܖࣂ∈ࢹ ൤ܛܝܘ࢞∈ࢁ | ࢌ
^ሺ࢞|ࣂሻ െ  ࢍሺ࢞ሻ|൨ (33) 
 
Where ߗ is a constraint set for ߠ. For specific ݔ , ݏݑ݌௫∈௎|݂^ሺݔ|ߠ∗ሻ െ ݂ሺݔሻ| is the minimum 
approximation error we can get. 
We used the first type of fuzzy systems (23) to estimate the nonlinear system (11) the fuzzy 
formulation can be write as below; 
 
ࢌሺ࢞|ࣂሻ ൌ  ࣂࢀࢿሺ࢞ሻ   
              ൌ ∑ ࣂ
࢒࢔࢒ୀ૚ ൣࣆ࡭࢒ሺ࢞ሻ൧
∑ ሾࣆ࡭࢒ሺ࢞ሻሿ࢔࢒ୀ૚  
(34) 
 
Where ߠଵ,… , ߠ௡ are adjusted by an adaptation law. The adaptation law is designed to minimize the 
parameter errors of  ߠ െ ߠ∗. A MIMO (multi-input multi-output) fuzzy system is designed to compensate the 
uncertainties of the nonlinear system. The parameters of the fuzzy system are adjusted by adaptation laws. 
The tracking error and the sliding surface state are defined as:  
 
ࢋ ൌ ࢗ െ ࢗࢊ (35) 
 
࢙ ൌ ࢋሶ ൅ ࣅࢋ (36) 
 
We define the reference state as: 
 
ࢗሶ ࢘ ൌ  ࢗሶ െ  ࢙ ൌ  ࢗሶ ࢊ െ ࣅࢋ (37) 
 
ࢗሷ ࢘ ൌ  ࢗሷ െ  ࢙ሶ ൌ  ࢗሷ ࢊ െ ࣅࢋሶ  (38) 
 
The general MIMO if-then rules are given by:  
 
ࡾ࢒: ࢏ࢌ ࢞૚ ࢏࢙ ࡭૚࢒   , ࢞૛ ࢏࢙ ࡭૛࢒  , … , ࢞࢔ ࢏࢙ ࡭࢔࢒ , 
࢚ࢎࢋ࢔ ࢟૚࢏࢙ ࡮૚࢒  , … , ࢟࢓ ࢏࢙ ࡮࢓࢒  
(39) 
 
Where ݈ ൌ 1,2, … ,ܯ are fuzzy if-then rules; ݔ ൌ ሺݔଵ, … , ݔ௡ሻ் and ݕ ൌ ሺݕଵ, … , ݕ௡ሻ் are the input 
and output vectors of the fuzzy system. The MIMO fuzzy system is define as:  
 
ࢌሺ࢞ሻ ൌ ⊖ࢀ ࢿሺ࢞ሻ (40) 
 
Where: 




ۍ ࣂ૚૚, ࣂ૚૛ , … , ࣂ૚ࡹࣂ૛૚, ࣂ૛૛ , … , ࣂ૛ࡹ⋮              







ߝሺݔሻ ൌ ሺߝଵሺݔሻ, … , ߝெሺݔሻሻ்,   ߝଵሺݔሻ ൌ ∏ ߤ஺೔೗ሺݔ௜ሻ/∑ ሺ∏ ߤ஺೔೗ሺݔ௜ሻሻ ௡௜ୀଵெ௟ୀଵ௡௜ୀଵ ,  andߤ஺೔೗ሺݔ௜ሻ is defined in (32). To 
reduce the number of fuzzy rules, we divide the fuzzy system in to three parts: 
 
ࡲ૚ሺࢗ, ࢗሶ ሻ ൌ ⊖૚ࢀ ࢿ ሺࢗ, ࢗሶ ሻ 





ࡲ૛ሺࢗ, ࢗሷ ࢘ሻ ൌ ⊖૛ࢀ ࢿ ሺࢗ, ࢗሷ ࢘ሻ 






ࡲ૜ሺࢗ, ࢗሷ ሻ ൌ ⊖૜ࢀ ࢿ ሺࢗ, ࢗሷ ሻ 
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The control input is given by: 
 
࣎  ൌ  ࡹ^ࢗ ሷ ࢘ ൅ ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ ൅ ࡲ૚ሺࢗ, ࢗሶ ሻ൅ ࡲ૛ሺࢗ, ࢗሷ ࢘ሻ ൅ ࡲ૜ሺࢗ, ࢗሷ ሻെ ࡷࡰ࢙ െࢃ࢙ࢍ࢔ሺ࢙ሻ 
(45) 
 
Where ܯ^ , ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ are the estimations of ܯሺݍሻ and  and are positive constants;  ܹ ൌ݀݅ܽ݃ ሾ ଵܹ, … , ௠ܹሿ and ଵܹ, … , ௠ܹ are positive constants. The adaptation law is given by:  
 
ࣂሶ ࢐૚ ൌ  െࢣ૚࢐࢙࢐ࢿሺࢗ, ࢗሶ ሻ 
ࣂሶ ࢐૛ ൌ  െࢣ૛࢐࢙࢐ࢿሺࢗ, ࢗሷ ࢘ሻ 




Where ݆ ൌ 1 , … ,݉ and  ߁ଵ௝ െ ߁ଷ௝ are positive diagonal matrices. 
The Lyapunov function candidate is presented as: 
 






















Where ∅௝ଵ ൌ ∅௝ଵ∗ െ ∅௝ଵ, ∅௝ଶ ൌ ∅௝ଶ∗ െ ∅௝ଶ and ∅௝ଷ ൌ ∅௝ଷ∗ െ ∅௝ଷ we define:  
 
ࡲሺࢗ, ࢗ,ሶ ࢗሷ ࢘, ࢗሷ ሻ ൌ ࡲ૚ሺࢗ, ࢗሶ ሻ ൅ ࡲ૛ሺࢗ, ࢗሷ ࢘ሻ൅ ࡲ૜ሺࢗ, ࢗሷ ሻ 
(48) 
 
From (26) and (27), we get: 
 
ࡹሺࢗሻࢗ ሷ ൅  ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ
ൌ ࡹ^ࢗ ሷ ࢘ ൅ ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ෣ ൅ࡲሺࢗ, ࢗ,ሶ ࢗሷ ࢘, ࢗሷ ሻ െ ࡷࡰ࢙െࢃ࢙ࢍ࢔ሺ࢙ሻ 
(49) 
 
Since ݍሶ௥ ൌ   ݍሶ െ ݏ and ݍሷ௥ ൌ   ݍሷ െ ݏሶ , we get: 
 
ࡹ࢙ሶ ൅ ሺࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ ൅ ࡷࡰሻ࢙ ൅ࢃ࢙ࢍ࢔ሺ࢙ሻൌ െ∆ࡲ ൅ ࡲሺࢗ, ࢗ,ሶ ࢗሷ ࢘, ࢗሷ ሻ 
(50) 
 
Then ܯݏሶ ൅ ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻݏ can be written as: 
 
ࡹ࢙ሶ ൅ ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ࢙  ൌ െ∆ࡲ ൅ ࡲሺࢗ, ࢗ,ሶ ࢗሷ ࢘, ࢗሷ ሻ െ ࡷࡰ࢙ െࢃ࢙ࢍ࢔ሺ࢙ሻ (51) 
 
Where, 
∆ܨ ൌ  ܯ෩ݍሷ௥ ൅ ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ ,ܯ෩ ൌ ܯ െܯ^ , ܥሚଵ ൌ ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ െ ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ෫ The derivative 
of  ܸ is: 
 
ࢂሶ ൌ ࢙ࢀࡹ࢙ሶ ൅ ૚૛ ࢙














We know that ݏ்ܯݏሶ ൅ ଵଶ ݏ்ܯሶ ݏ ൌ   ݏ்ሺܯݏሶ ൅ ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻݏሻ from (50). Then:  
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We define the minimum approximation error as: 
 
࣓ ൌ ∆ࡲ െ ൣࡲ૚൫ࢗ, ࢗሶ | ⊖૚∗൯ ൅ ࡲ૛൫ࢗ, ࢗሷ ࢘| ⊖૛∗൯ ൅ ࡲ૜൫ࢗ, ࢗሷ | ⊖૜∗൯൧ (54) 
 
We plug (47) into (48). 
 














ൌ െ࢙ࢀൣെࡷࡰ࢙ ൅ࢃ࢙ࢍ࢔ሺ࢙ሻ ൅ ࣓ ൅ ࡲ૚൫ࢗ, ࢗሶ | ⊖૚∗൯ ൅ ࡲ૛൫ࢗ, ࢗሷ ࢘| ⊖૛∗൯ ൅     ࡲ૜൫ࢗ, ࢗሷ | ⊖૜∗൯ െ ࡲ૚ሺࢗ, ࢗሶ ሻ












ൌ െ࢙ࢀࡷࡰ࢙ െ ࢙ࢀࢃ࢙ࢍ࢔ሺ࢙ሻ െ ࢙ࢀ࣓ െ෍࢙࢐∅࢐૚ࢀ
࢓
࢐ୀ૚
ࢿሺࢗ, ࢗሶ ሻ െ ෍࢙࢐∅࢐૛ࢀ
࢓
࢐ୀ૚
















ൌ െ࢙ࢀࡷࡰ࢙ െ ࢙ࢀࢃ࢙ࢍ࢔ሺ࢙ሻ െ ࢙ࢀ࣓ െ෍∅࢐૚ࢀሺ࢙࢐
࢓
࢐ୀ૚










ሺ࢙࢐ࢿሺࢗ, ࢗሷ ࢘ሻ െ ૚ࢣ૜࢐ ∅
ሶ ࢐૜ሻ 
 
ൌ െ࢙ࢀࡷࡰ࢙ െ ࢙ࢀࢃ࢙ࢍ࢔ሺ࢙ሻ െ ࢙ࢀ࣓ െ෍∅࢐૚ࢀሺ࢙࢐
࢓
࢐ୀ૚










ሺ࢙࢐ࢿሺࢗ, ࢗሷ ࢘ሻ ൅ ૚ࢣ૜࢐ ∅
ሶ ࢐૜ሻ 
 
Then ሶܸ  becomes: 
 




൅ࢃ࢐ห࢙࢐ห ൅ ࢙࢐࣓࢐ሻ 
    ൌ െ∑ ሾ ࢙࢐ሺ ࢙࢐ࡷࡰ࢐࢓࢐ୀ૚ ൅ ࣓࢐ሻ ൅ࢃ࢐ห࢙࢐ห ]    
(55) 
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Since ௝߱ can be as small as possible, we can find ܭ஽௝ that |ݏ௝ଶܭ஽௝| ൐ ห ௝߱ห൫ݏ௝ ് 0൯. Therefore, we 
can get ݏ௝൫ݏ௝ܭ஽௝ ൅ ௝߱൯ ൐ 0 for ݏ௝ ് 0 and ሶܸ ൏ 0 ሺݏ ് 0ሻ. 
Third step is focused on design Mamdani’s fuzzy [30]-[40] backstepping adaptive fuzzy estimator 
variable structure. As mentioned above pure variable structure controller has nonlinear dynamic equivalent 
limitations in presence of uncertainty and external disturbances in order to solve these challenges this work 
applied Mamdani’s fuzzy inference engine estimator in variable structure controller.  However proposed 
MIMO fuzzy estimator variable structure has satisfactory performance but calculate the variable structure 
surface slope by try and error or experience knowledge is very difficult, particularly when system has 
structure or unstructured uncertainties; SISO Mamdani’s fuzzy backstepping variable structure function 
fuzzy estimator variable structure controller is recommended. The backstepping method is based on 
mathematical formulation which this method is introduced new variables into it in form depending on the 
dynamic equation of robot arm. This method is used as feedback linearization in order to solve nonlinearities 
in the system. To use of nonlinear fuzzy filter this method in this research makes it possible to create 
dynamic nonlinear backstepping estimator into the adaptive fuzzy estimator variable structure process to 
eliminate or reduce the challenge of uncertainty in this part. The backstepping controller is calculated by; 
 
ࢁ࡮.ࡿ ൌ ࢁࢋࢗ࡮.ࡿ ൅ ࡹ. ࡵ  (56) 
 
Where ࢁ࡮.ࡿis backstepping output function, ࢁࢋࢗ࡮.ࡿis backstepping nonlinear equivalent function 
which can be written as (51) and ࡵ is backstepping control law which calculated by (52). 
 
ࢁࢋࢗ࡮.ࡿ ൌ ൣ൫ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ൯൧ 
 
(57) 
ࡵ ൌ ൣࣂሷ ൅ ࡷ૚ሺࡷ૚ െ ૚ሻ ∙ ࢋ ൅ ሺࡷ૚ ൅ ࡷ૛ሻ ∙ ࢋሶ ൧ (58) 
 
Based on (11) and (51) the fuzzy backstepping filter is considered as:  
 
൫ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ൯ ൌ෍ ࣂࢀ
ࡹ
࢒ୀ૚
ࣀሺ࢞ሻ െ ࣅࡿ െ ࡷ (59) 
 
Based on (50) the formulation of fuzzy backstepping filter can be written as; 
 
ࢁ ൌ ࢁࢋࢗ࡮.ࡿࢌ࢛ࢠࢠ࢟ ൅ ࡹࡵ  (60) 
 
Where ࢁࢋࢗ࡮.ࡿࢌ࢛ࢠࢠ࢟ ൌ ൣ൫ࡼ࢓ሺࣂሻ ൅ ࡼ࢔ࢋ࢚ሺࣂሻ൯൧ ൅ ∑ ࣂࢀࡹ࢒ୀ૚ ࣀሺ࢞ሻ ൅ ࡷ 
The adaption low is defined as: 
 
ࣂሶ ࢐ ൌ ࢽ࢙࢐ࡿ࢐ࣀ࢐൫ࡿ࢐൯ (61) 
 










The dynamic equation of IC engine can be written based on the variable structure surface as; 
 
ࡹࡿሶ ൌ െࢂࡿ ൅ࡹࡿሶ ൅ ࢂࡿ     (63) 
 
It is supposed that: 
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ࡿࢀ൫ࡹሶ െ ૛ࢂ൯ࡿ ൌ ૙  (64) 
 
The derivation of Lyapunovfunction ( ሶܸ  ) is written as: 
 
ࢂሶ ൌ ૚૛ࡿ
ࢀࡹሶ ࡿ െ ࡿࢀࢂࡿ ൅෍ ૚ࢽ࢙࢐ ∅࢐
ࢀ∅ଚሶ   




















ሺ∆ࢌ࢐ െ ቀሺࣂ࢐∗ሻࢀࣀ࢐൫ࡿ࢐൯ቁሿ െ ࡿࢀࣅࡿሻሿ ൅෍ሺ ૚ࢽ࢙࢐ ∅࢐
ࢀሾࢽ࢙࢐ࣀ࢐൫ࡿ࢐൯ࡿ࢐ ൅ ∅ଚሶ ሿሻ 
 






∆ࢌ࢐ െ ቀሺࣂ࢐∗ሻࢀࣀ࢐൫ࡿ࢐൯ቁሿ െ ࡿࢀࣅࡿ  
(65) 
 
The minimum error can be defined by: 
 
ࢋ࢓࢐ ൌ ∆ࢌ࢐ െ ቀሺࣂ࢐∗ሻࢀࣀ࢐൫ࡿ࢐൯ቁ (66) 
 

















|൫หࢋ࢓࢐ห െ ࣅ࢐ࡿ࢐൯ 
(67) 
 
For continuous function ࢁࢋࢗ࡮.ࡿࢌ࢛ࢠࢠ࢟ and suppose ߝ ൐ 0 it is defined the fuzzy backstepping 
controller in form of (59) such that. 
 
ࡿ࢛࢖࢞∈ࢁ ቚࢁࢋࢗ࡮.ࡿࢌ࢛ࢠࢠ࢟ ൅ ࡹࡵቚ ൏ ߳ (68) 
 
As a result MIMO fuzzy backstepping adaptive fuzzy estimation variable structure is very stable 
which it is one of the most important challenges to design a controller with suitable response. 
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4. RESULTS 
Variable structure controller (VSC) and proposed SISO fuzzy backstepping adaptive fuzzy estimator 
variable structure controller were tested to sinus response trajectory. The simulation was implemented in 
Matlab/Simulink environment. Links trajectory, disturbance rejection and error are compared in these 
controllers. It is noted that, these systems are tested by band limited white noise with a predefined 40% of 
relative to the input signal amplitude. This type of noise is used to external disturbance in continuous and 
hybrid systems. 
Trajectory: Figure 1 shows the FR trajectory in VSC and proposed controller without changes in 





Figure 1. VSC vs. Proposed controller to adjust FR 
 
 
By comparing sinus response, Figure 1, in SMC and proposed controller, proposed controller 's 
overshoot (0%) is lower than VSC's (3.8%) which caused to adjust FR ratio in proposed methodology. 
Torque Load Rejection: Figure 2 is indicated the power torque load removal in VSC and proposed 
controller. Besides a band limited white torque lode with predefined of 40% the power of signal is applied to 
the VSC and proposed controller; it found slight oscillations in VSC trajectory responses.  
 
 
Figure 2. VSC vs. Proposed controller to adjust FR: with 
variant torque load 
Figure 3. VSC Vs. proposed controller to 
adjust FR in presence of external disturbance 
 
 
Among above graph, relating to variable trajectory following with external disturbance, VSC has 
slightly fluctuations. By comparing overshoot; proposed controller's overshoot (0%) is lower than VSC's 
(16%).  
Errors in the model: Proposed controller has lower error rate (refer to Table.1), VSC has 
oscillation tracking which causes chattering phenomenon at the presence of disturbances. Figure 3 is shown 
steady state and RMS error in VSC and proposed controller in presence of external disturbance.  
 
Table 1. RMS Error Rate of Presented controllers 
RMS Error Rate VSC Proposed method 
Without Noise 1e-3 0.56e-9 




Refer to the research, a Lyapunov based SISO fuzzy backstepping adaptive fuzzy estimator variable 
structure controller design and application to automotive engine has proposed in order to design high 
performance nonlinear controller in the presence of valiant torque load. Regarding to the positive points 
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invariable structure controller, fuzzy inference system and adaptive fuzzy backstepping methodology it is 
found that the adaptation laws derived in the Lyapunov sense. The stability of the closed-loop system is 
proved mathematically based on the Lyapunov method. To remove the chattering linear boundary layer 
method is used. To compensate the model uncertainty, SISO fuzzy inference system is applied to VSC.  If we 
define ݇ଵ membership functions for each input variable, the number of fuzzy rules that applied to each joint 
is ܭଵ which it will result in a low computational load. Finally, fuzzy backstepping methodology with 
minimum rule base is used to online tuning and adjusted the fuzzy variable structure method and eliminates 
the chattering with minimum computational load. In this case the performance is improved by using the 
advantages of variable structure, artificial intelligence compensate method and adaptive algorithm while the 
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